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station in a manner easily understood
by any employee of the station. It
must state in detail the inspection re-
quirements in paragraphs (a) to (e) of
this section, and the repair station’s
inspection system including the con-
tinuity of inspection responsibility,
samples of inspection forms, and the
method of executing them. The manual
must refer whenever necessary to the
manufacturer’s inspection standards
for the maintenance of the particular
article. The repair station must give a
copy of the manual to each of its super-
visory and inspection personnel and
make it available to its other person-
nel. The repair station is responsible
for seeing that all supervisory and in-
spection personnel thoroughly under-
stand the manual.

[Doc. No. 1157, 27 FR 6662, June 13, 1962, as
amended by Amdt. 145–15, 41 FR 47230, Oct.
28, 1976]

§ 145.47 Equipment and materials: Rat-
ings other than limited ratings.

(a) An applicant for a domestic repair
station certificate and rating, or for an
additional rating, must have the equip-
ment and materials necessary to effi-
ciently perform the functions appro-
priate to the ratings he seeks. An ap-
plicant for an airframe, propeller, pow-
erplant, radio, instrument, or acces-
sory rating must be equipped to per-
form the functions listed in appendix A
to this part that are appropriate for
the rating he seeks.

(b) The equipment and materials re-
quired by this part must be of such
type that the work for which they are
being used can be done competently
and efficiently. The station shall en-
sure that all inspection and test equip-
ment is tested at regular intervals to
ensure correct calibration to a stand-
ard derived from the National Bureau
of Standards or to a standard provided
by the equipment manufacturer. In the
case of foreign equipment, the standard
of the country of manufacture may be
used if approved by the Administrator.
The equipment and materials required
for the various ratings must be located
on the premises, and under the full
control of the station, unless they are
used for a function that the repair sta-
tion is authorized to obtain by con-
tract. If it obtains them by contract,

the repair station shall determine the
airworthiness of the article involved,
unless the contractor is an appro-
priately rated repair station.

(c) A certificated domestic or foreign
repair station may contract mainte-
nance and alteration of components of
a type certificated product to a noncer-
tificated source identified in the repair
station’s inspection procedures manual
provided:

(1) The repair station is the manufac-
turer who originally manufactured the
product for which it holds a U.S. type
certificate;

(2) The contracted component is in-
cluded as part of the type certificated
product;

(3) The component maintenance is
done by the original component manu-
facturer or its manufacturing licensee;
and

(4) Before such a component is re-
turned to service, the repair station en-
sures that it is being returned to serv-
ice in accordance with the repair sta-
tion’s quality control system as ap-
proved by the Administrator and set
forth in the repair station’s operations
specifications and inspection proce-
dures manual.

(d) The applicant shall choose suit-
able tools and equipment for the func-
tions named in appendix A to this part,
as appropriate to each of his ratings,
using those the manufacturer of the ar-
ticle involved recommends for main-
taining or altering that article, or
their equivalent.

(Secs. 313, 314, and 601 through 610, of the
Federal Aviation Act of 1958, as amended (49
U.S.C. 1354, 1355, 1421 through 1430); sec. 6(c),
Dept. of Transportation Act (49 U.S.C.
1655(c)))

[Doc. No. 1157, 27 FR 6662, July 13, 1962, as
amended by Amdt. 145–19, 47 FR 33391, Aug. 2,
1982; Amdt. 145–21, 53 FR 47375, Nov. 22, 1988]

§ 145.49 Equipment and materials:
Limited rating.

(a) An applicant for a limited rating
(other than specialized services) under
§ 145.33, must have the equipment and
materials to perform any job function
appropriate to the rating and class
specified in § 145.47 for the rating he
seeks. However, he need not be
equipped for a function that does not
apply to the particular make or model
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article for which he seeks a rating, if
he shows that it is not necessary under
the recommendations of the manufac-
turer of the article.

(b) An applicant for a rating for spe-
cialized services or techniques under
§ 145.33 must—

(1) For magnetic and penetrant in-
spection, have the equipment and ma-
terials for wet and dry magnetic in-
spection techniques, residual and con-
tinuous methods, and portable equip-
ment for the inspection of welds both
on and off the aircraft;

(2) For emergency equipment mainte-
nance, have the equipment and mate-
rials to perform inspections, repairs,
and tests of all kinds of inflated equip-
ment, the re-packing, re-marking, re-
sealing, and re-stocking of life rafts,
and the weighing, refilling, and testing
of carbon dioxide fire extinguishers and
oxygen containers;

(3) For rotor blade maintenance, have
the equipment, materials, and tech-
nical data recommended by the manu-
facturer; and

(4) For aircraft fabric work, have the
equipment and materials to apply pro-
tective coatings to structures, machine
stitch fabric panels, perform covering,
sewing, and rib stitching operations,
apply dope and paint using tempera-
ture and humidity control equipment,
install patches, grommets, tapes,
hooks, and similar equipment, and re-
finish entire aircraft and aircraft parts.

§ 145.51 Privileges of certificates.
A certificated domestic repair sta-

tion may—
(a) Maintain or alter any airframe,

powerplant, propeller, instrument,
radio, or accessory, or part thereof, for
which it is rated;

(b) Approve for return to service any
article for which it is rated after it has
been maintained or altered;

(c) In the case of a station with an
airframe rating, perform 100-hour, an-
nual or progressive inspections, and re-
turn the aircraft to service; and

(d) Maintain or alter any article for
which it is rated at a place other than
the repair station, if—

(1) The function would be performed
in the same manner as when performed
at the repair station and in accordance
with §§ 145.57 to 145.61;

(2) All necessary personnel, equip-
ment, material, and technical data is
available at the place where the work
is to be done; and

(3) The inspection procedures manual
of the station sets forth approved pro-
cedures governing work to be per-
formed at a place other than the repair
station.

However, a certificated repair station
may not approve for return to service
any aircraft, airframe, aircraft engine,
propeller, or appliance after major re-
pair or major alteration unless the
work was done in accordance with
technical data approved by the Admin-
istrator.

[Doc. No. 1157, 27 FR 6662, July 13, 1962, as
amended by Amdt. 145–2, 29 FR 5451, Apr. 23,
1964]

§ 145.53 Limitations of certificates.

A certificated domestic repair sta-
tion may not maintain or alter any air-
frame, powerplant, propeller, instru-
ment, radio, or accessory for which it
is not rated, and may not maintain or
alter any article for which it is rated if
it requires special technical data,
equipment, or facilities that are not
available to it.

§ 145.55 Maintenance of personnel, fa-
cilities, equipment, and materials.

Each certificated domestic repair
station shall provide personnel, facili-
ties equipment, and materials at least
equal in quality and quantity to the
standards currently required for the
issue of the certificate and rating that
it holds.

§ 145.57 Performance standards.

(a) Except as provided in § 145.2, each
certificated domestic repair station
shall perform its maintenance and al-
teration operations in accord- ance
with the standards in part 43 of this
chapter. It shall maintain, in current
condition, all manufacturers’ service
manuals, instructions, and service bul-
letins that relate to the articles that it
maintains or alters.

(b) In addition, each certificated do-
mestic repair station with a radio rat-
ing shall comply with those sections of
part 43 of this chapter that apply to
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